USB to DMX interface
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Input USB-C (5V. DC, 0.1A)

Memory Internal memory (200 KB, 200 to 2000 DMX step capacity)

DMX Modes DMX In/Out, DMX Record, DMX Trigger

Stand Alone Options 16-bit and fine channel management

Default start scene when power up

Triggers 3 Triggers, Contact on external T. Block

Priority)

Infrared options: 15 scene selection, speed, dimmer, pause, stop, next

Max DMX outputs (USB) x12 USB interfaces connected = 12 DMX max

Dimensions (mm / in) H: 55 (2.16), W: 50 (1.96), D: 37.5 (1.47)

Housing Extruded Aluminum

Operating Temperature -40to +85C°

Certifications CE, LVD, RoHS
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SOFTWARE Features

PIXXEM No

PRO DMX Yes, No Audio and Video Timeline

WI-LIGHT 2 - APP Yes, Software LAN control from PC, Tablet, Mobile

System Compatibility Windows, i0S, Linux, Raspberry

Mobile minimum configuration :
Android 5/i0S 10 and +
1Ghz CPU, 1 Gb RAM, 60 Mb disk

Configuration minimale PC :

Windows, Mac 0S, Linux (32 and 64 bits)
2Ghz CPU (2 cores), 8 Gb RAM

2Gb RAM graphic card (for 3D only)

600 Mb disk, 1920x1080 resolution

1 USB port (Device)

1 Ethernet Port (for Art-Net & SACN)




